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How many driver 
failures do you get?
The fact that 52% of luminaire failures are caused 
by degraded or malfunctioning drivers* isn’t 
the only reason to install the NEW INDO AIR2...

Although the main advantage of removing wet 
electrolytic capacitors is the fact that circuits no 
longer suffer an end-of-life failure mode; with 
AIR2 you also get dimming functionality too, down 
to a minimum 10% output whilst maintaining a 
power factor close to unity and 85-90% efficiency.

This is a marked improvement over dimming with 
traditional LED drivers where power factors can drop 
as low as 0.7 and just 70% efficiency.  Furthermore, 
with Direct Drive®, the removal of large capacitors 
reduces stress on the power network because 
there is no inrush current.  For more detail on this 
and all the many other benefits, contact us today. 
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With AIR2 we’ve  
re-defined performance 
to deliver a step 
change in maintenance 
requirements and 
lifetime
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Choice of LED Technology
Available with either the CSP Navigator or COB 
Chroma module, AIR2 offers a dynamic range of 
options for different applications that meet high 
lumen maintenance, efficacy and light quality 
requirements. All up to 24klm
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Broad CCT range
Available from 2200K and 2700K 
for protected and sensitive 
applications up to 5000K
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DALI-Enabled
Full CMS compatibility plus 
programmable (locally  
re-programmable) multi-
step dimming down to 10%
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Integrated Photocell
Measures light locally for 

standalone switching or to 
complement CMS; banishing 

day burners!
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Futureproof - Plug and Play
Modular design with automatic connect/

disconnect for easy upgrades without re-wiring
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Surge Protection
20kV (max) / 10kV (nom) surge 
supression built in as standard
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4 IP66 Rated 
Compartment
Pressure valve prevents 
moisture and sulphurous gas 
ingress during thermal cycle

Mounting
Lightweight and low windage requiring no 

external spigots using INDO’s unique internal 
PT/SE mounting bracket. Comes in two 

separate parts so 1-person installation and 
future changes are effortless
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OPTION
CIRCUIT  
WATTS

HID 150W SON 190
AIR2 10000 lumens 66.6

Spacing            36

Carriageway/Road Width (m)              9

AIR2 Annual Energy Saving (kWh)       528.9

AIR2 CO2 Saving (kg)       278.6

OPTION
CIRCUIT  
WATTS

HID 150W SON 190
AIR2 9000 lumens 59.4

Spacing           34.5

Carriageway/Road Width (m)             8.5

AIR2 Annual Energy Saving (kWh)         559.8

AIR2 CO2 Saving (kg)         294.9

OPTION
CIRCUIT  
WATTS

HID 150W SON 190
AIR2 12000 lumens 81.6

Spacing             40

Carriageway/Road Width (m)             11

AIR2 Annual Energy Saving (kWh)        464.6

AIR2 CO2 Saving (kg)        244.8

OPTION
CIRCUIT  
WATTS

HID 150W SON 190

AIR2 13000 lumens 89.4

Spacing (m)              35
Carriageway/Road Width (m)           13.5

AIR2 Annual Energy Saving (kWh)         431.2
AIR2 CO2 Saving (kg)         227.2

NB: Savings based on 4,286 burning hours. Updated July 2018

* Next Generation Lighting Industry Alliance Report for the U. S. Department of Energy

Features

For full technical specifications download the datasheet at www.indolighting.com/product/air2


