
PS-C Lamps

Features
Voltage: 85V - 265V

Power Factor: > 0.9

IP Rating: IP20

CRI / RA: > 80

Efficacy: > 108lm/W

Lens Type: Frosted

Lens Spread: 360°

Benefits
Up to 50% energy savings

Up to 50% fewer carbon dioxide emissions

Extended maintenance intervals

Warehouses

Industrial

CarParks

Recreational

P
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The PS-C has been developed as a one for one LED replacement for
a conventional PL-C lamp. The LED PS-C has equivalent (or better)
performance to its predecessor and fits into existing fixtures, allowing
you to achieve more than 50% energy savings. The PS-C with the
GX24 base also fits into G24 fitting.

INDO Products – Retrofit Specifications

Reduced costs vs replacing whole fitting

Warranty: 3 years

Certification: CE and EMC marked



INDO Products – Retrofit Specifications

Retrofit
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Operating Voltage

85 - 265 V

Product specifications

Power Factor

> 0.9

Rated Life (Hours)

40,000

PS-C Lamps

INDO code explained

GX24 1K41 3 017 M F FR NOTA

Model Lumen Colour Length Control Dimming Lens Type Luminaire
output (lm) temperature colour

Features

Excellent thermal performance

Large energy and maintenance
savings

Install as part of lamp
replacement schedule
CRI > 80
IP20

Applications

Car parks
Public entrances
Subways
Offices
Sports facilities
Sign lighting
Schools
Hospitals
Decorative
Warehouses

CRI

>80

Lumen output (lm) Product
code

770

840

990

1080

1410

1560

Length Product
code

126mm Long 013

143mm Long 014
166mm Long 017

540mm Long 540

Model Product
code

INDO SALED PS-C GX24

Dimming Product
code

Fixed F

Luminaire
colour (RAL)

Product
code

Not Applicable NOTA

Colour
temperature

Power
(W)

Lumen Output (lm)
Fluorescent Equivalent

3000K 4000K

7W 770 840 126mm 13-15W

9W 990 1080 143mm 18W

13W 1410 1560 166mm 26W

Product
code

3000K 3

4000K 4

6000K 6
Lens Type Product

code

Frosted FR

Lumen Outputs & Wattages

Control Product
code

Mains M

0K77

0K84

0K99

1K08

1K41

1K56

These models come in specific lengths – please read across the table above.


