
PS-L Lamps

Features
Voltage: 100V - 265V

Power Factor: > 0.9

Mounting: 2G11 4-pin

CRI / RA: > 80

Efficacy: > 110lm/W

Lens Type: Frosted

Benefits
>50% energy savings

>50% fewer carbon dioxide emissions

Extended maintenance intervals
Warehouses

Industrial

CarParks

Recreational

P
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The PS-L has been developed as a direct equivalent to a conventional PLL lamp.
The LED PS-L is available in multiple different lengths and wattages and can be
special ordered with a 90° rotated base.

INDO Products – Retrofit Specifications

Reduced costs vs replacing whole fitting

Warranty: 3 years

Certification: CE and EMC marked
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Retrofit
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Operating Voltage

100 - 265 V

Product specifications

Power Factor

> 0.9

Rated Life (Hours)

50,000

PS-L Lamps

INDO code explained

PLLS 0K99 3 023 M F STR NOTA

Model Lumen Colour Length Control Dimming Mounting Luminaire
output (lm) temperature colour

Features

Excellent thermal performance

Large energy and maintenance
savings

Install as part of lamp
replacement schedule
CRI > 80
2G11 4-Pin mounting

Applications

Car parks
Public entrances
Subways
Offices
Sports facilities
Sign lighting
Schools
Hospitals
Decorative
Warehouses

CRI

>80

Lumen output (lm) Product
code

990 21600K99 2K16

1080 28601K08 2K24

1430 31201K43 3K12

1560 1K56

1980 1K98

Length Product
code

230mm Long 023

322mm Long 032

415mm Long 042

540mm Long 054

Model Product
code

INDO SALED PS-L PLLS

Dimming Product
code

Fixed F

Luminaire
colour (RAL)

Product
code

Not Applicable NOTA

Colour
temperature

Power
(W)

Lumen Output (lm)
Fluorescent Equivalent

3000K 4000K

9W 990 1080 230mm 18W

13W 1430 1560 322mm 24W

18W 1980 2160 415mm 36W

26W 2860 3120 540mm 55W

Product
code

3000K 3

4000K 4

6000K 6
Mounting Product

code

Straight STR

Lumen Outputs & Wattages

These models come in specific lengths – please read across the table above.

2K86

Control Product
code

Mains M


