
PS-T Lamps

Features
Voltage: 90V - 265V

Power Factor: > 0.9

IP Rating: IP20

CRI / RA: > 80

Efficacy: > 110lm/W

Lens Type: Frosted

Benefits
>50% energy savings

>50% fewer carbon dioxide emissions

Lower maintenance and replacement costs

50,000 burn hours without performance loss

3 year warranty

CE and EMC marked

Warehouses

Industrial

Recreational
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Replace your current PL-T or Dulux T/E for an energy-efficient LED PS-T lamp.
The lamp is available with the GX24, E27 or B22 lamp bases. Because the PS-T
lamp works at 230 volts, the conventional (E)VSA must be switched off, which
provides additional energy savings. When mounting, make sure that the fitting
does not point upwards.
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Cost-saving option

No need to replace whole fitting
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Retrofit

Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com

T8HE – Rev. 1.5

Operating Voltage

90 - 265 V

Product specifications

Power Factor

> 0.9

Rated Life (Hours)

50,000

PS-T Lamps

INDO code explained

PSTS 1K43 3 015 M F 22 NOTA

Model Lumen Colour Length Control Dimming Mounting Luminaire
output (lm) temperature colour

Features

Excellent thermal performance

Large energy and maintenance
savings

Install as part of lamp
replacement schedule
CRI > 80
IP20

Applications

Sports facilities
Sign lighting
Schools
Warehouses

CRI

>80

Lumen output (lm) Product
code

128mm Long

Length Product
code

122mm Long 012

013

150mm Long 015

169mm Long 017

Model Product
code

INDO SALED PS-T PSTS

Dimming Product
code

Fixed F

Luminaire
colour (RAL)

Product
code

Not Applicable NOTA

Colour
temperature

Power
(W)

Lumen Output (lm)
Fluorescent Equivalent

3000K 4000K

8W 880 960 122mm 15-25W

11W 1210 1320 128mm 20-30W

13W 1430 1560 150mm 25-35W

15W 1650

Product
code

3000K 3

4000K 4

6000K 6
Mounting Product

code

GX24

B22

E27

24

22

27

Lumen Outputs & Wattages

These models come in specific lengths – please read across the table below.

Control Product
code

Mains M

880 210015600K78 2K101K56

960 225016500K96 1K65

1210 252018001K21 2K521K80

1320 270019801K32 1K98

1430 21601K43 2K16

2K25

2K70

1800

21601980
2100

2520

2250

2700

18W

15W

18W

150mm

169mm

150mm
169mm

30-40W

35-50W

30-40W
35-50W


