
T8 Lamps

Features
Voltage: 96V - 265V

Power Factor: > 0.95

IP Rating: IP20

Lens Spread: 150°

Lifetime: 50,000+ hours

Lens Type: Frosted

Efficacy: >130 lm/W

Benefits
Over 50% Energy Savings

Over 50% reduction in carbon emissions

Extended maintenance intervals

Reduced costs vs replacing whole fitting

Warranty: 3 years

Certification: CE and EMC marked

CRI / RA: > 80

Warehouses

Industrial

CarParks

Hospitals

P
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Replace conventional T8 fluorescent tubes with an exact fit LED unit. The INDO
SALED LED Tube comes with a G13 end cap for extremely quick and efficient
installation. These retrofit options are not only extremely energy efficient but their
lifetime far exceeds that of conventional fluorescent lamps.

These lamps can be used in a number of different applications including: offices,
schools, hospitals, subways and car park lighting.
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Retrofit
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Operating Voltage

96 - 265 V

Product specifications

Power Factor

> 0.95

Rated Life (Hours)

50,000

T8 Lamps

INDO code explained

T8SA 1K12 3 044 M F FR NOTA

Model Lumen Colour Length Control Dimming Lens Luminaire
output (lm) temperature type colour

Features

Excellent thermal performance

Large energy and maintenance
savings

Install as part of lamp
replacement schedule
Lockable rotating end cap for
directionality
Power Factor > 0.95
IP20
G13 Mounting

Applications

Car parks
Public entrances
Subways
Offices
Sports facilities
Sign lighting
Schools
Hospitals
Warehouses

CRI

>80

These models come in specific lengths – please read across the table above.

Lumen output (lm) Product
code

1120 2800 375018001K12 2K80 3K751K80

1200 3000 300022401K20 3K002K24

1400 3080 450023401K40 3K08 4K502K34

1500 3300 330024001K50 3K302K40

1680 350025201K68 3K502K52

Length Product
code

440mm Long 044

600mm Long 060

900mm Long 090

970mm Long 097

1060mm Long 106

Model Product
code

SALED T8 T8SA

Dimming Product
code

Fixed F

Luminaire
colour (RAL)

Product
code

Not Applicable NOTA

Control Product
code

Mains M

Colour
temperature

3K00 4K20

3K30

4200
Product
code

3000K 3

4000K 4

6000K 6

Lens type Product
code

Frosted FR

Power
(W)

Lumen Output (lm)
Fluorescent Equivalent

3000K 4000K 6000K

8W 1120 1200 440mm 15W

10W 1400 1500 1500 600mm 18W

12W

18W

25W

1680

2340

3500

1800

2520

3750

1800

2520

3750

900mm

1200mm

1500mm

30W

36W

58W+

16W

22W

20W

30W

2240

3080

2800

4200

2400

3300

3000

4500

2400

3300

3000

4500

970mm

1500mm

1200mm

1500mm

23W

58W

36W

58W+

18W 2340 2520 2520 1060mm

- l

38W

Lumen Outputs & Wattages

120

150

1200mm Long

1500mm Long


