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INDO BLADE Max

Features
Sensor Ready
Dimmable
High output up to 20 klm
Lightweight fitting (6.5kg)
Wide range of PT/SE mounting options
Class-leading thermal management
Lamp efficacy up to 200 lm/W
D4i compatible

Benefits
Up to 80% energy reduction
Tool-less maintenance (optional)
Effortless, reliable installation
Minimal column loading
Low whole-life cost and risk
Superior lifetime and reliability
Built to last quality
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INDO BLADE Max, as a next-generation street luminaire
boasting compatibility with Zhaga and DALI-D4i standards,
offers a host of benefits that contribute to the advancement of
modern urban lighting infrastructure.

INDO BLADE Max uses advanced Zhaga optics to give
customers the ultimate choice when it comes to light layouts.
Whether trying to illuminate a long road or a wide park, optics
will be available to give the best possible light throw. This
means minimal wattage and maximum energy savings.

BLADE Max delivers:
Seemless integration with D4i and Zhaga accessories
Compaitibility with Smart City infrastructure
Streamlined maintenance with tool-less access option
Wide range of optics for optimised light distribution

Product Overview

INDO BLADE MAX

Photometry
Example optics for town/city centres

Example optics for residential

Example optic for car parks

Example optics for crossings

Many more options available upon request
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PRODUCT ORDERING OPTIONS
Model INDO BLADE Max 2200K, 3000K, 4000K,

5000K, 6500K

500 to 20,000 lm

2200K to 6500K

Power
Lumen Output (4000K)
Correlated Colour
Temperature (CCT)

Auxiliary Power
Downward Zhaga SR
socket Optional Twin Zhaga

Grey

For more information on selecting the correct lantern specification
to suit your application and design criteria, please contact your
local account manager direct or call the main office (option1 sales)

KEY FEATURES
Lighting Classes P1-P4

M2-M5, C2-C4

Glare Control Classifications up to G6
Dimming
Constant Light Output Yes

Housing Material Die-cast aluminium. Stainless
steel grub screws.

Diffuser

Maintenance

Toughened glass or
Polycarbonate

Tool-less access (optional)

PHYSICAL PROPERTIES

IP Rating (Optic + Gear)

Dimensions (LxWxD)
NetWeight
Windage
Operating Temp. Range

LEDs
LED Module Options

Lamp Efficacy (4000K)

Colour Rendering Index
(4000K) >70Ra

176 - 305 VAC

47 - 63 Hz

Yes

NEMA or Zhaga

10kV

Up to 171 lm/W

ELECTRICAL
Input Voltage Range
Input Frequency
Power Factor > 0.95 (at full load)

CLO

Photocell compatibility
Surge Protection

Electrical Class

Zhaga Protocol

UMSUG CODES
Easy look up table - www.indolighting.com/umsug

BLADE MaxTechnical Specifications

Class I (NEMA and Zhaga)
Class II Option (Zhaga only)

D4i

3W to 120W

Optional

Yes (DALI)

IP66
675 x 292 x 101 mm

6.5kg

0.04m2

-40°C to +40°C

Pre-set Dimming

Fixed
pre-set 50% [00:00-05:00]
pre-set 75% [00:00-05:00]
pre-set, 2-step program
More options available upon
request

Optics INDO OptiFlexTM Technology
Information available upon
request

Luminaire Colour Grey
RAL7040 (GREY)
RAL9005 (BLACK)
More colours available upon
request

IK09IK Rating

INSTALLATION

Mounting Options
SE/PT Universal
Mounting Spigot

SE 34-60mm (-15° to +15°)
PT 60-76mm (-15° to +15°)
Other options avialable upon
request

Shields available Yes
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