
INDO ION

SIGN

www.indo.co.ukw

Call: +44 (0)23 8098 2022 Email: info@indo.co.uk

The management system governing the manufacture
of this product is ISO 9001:2015 certified

trusted technology
fresh thinking



INDO ION

Features
Direct Drive® technology

Anodised main body
Low windage
Lightweight fitting <2kg
No hinges, clips or lids
Integrated longlife photocell option
Excellent thermal management
Fully sealed, polycarbonate glazing
LED Efficacy up to 220 lm/W

Benefits
15 year warranty

25 year design life

Significant energy savings
Market-leading maintenance savings
Quick and simple to install
No driver or photocell maintenance
Minimal column loading

All dimensions in mm
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ION Sign Light has been developed specifically for the unique
challenges of road sign illumination. Combining market-leading
performance with INDO’s proven engineering expertise, this
variant offers exceptional whole-life cost efficiency and the
lowest upfront capital cost options, making it the ideal solution
for projects where existing sign lights are failing or where an
upgrade to modern, reliable technology is required.

Featuring the latest generation of INDO’s proven OPUS
technology, the ION Sign Light delivers outstanding optical
performance without relying on wear-out components. Its
intelligent, driverless design significantly extends operational
life, with long-term performance determined solely by the LEDs
themselves.

Constructed from precision-engineered, marine-grade
aluminium, the luminaire body features a seamless,
aerodynamic profile and integrated passive thermal
management, while utilising a purpose-designed bracket
system to mount securely onto a wall or mid-mounted onto a
column, above a road sign. Despite its robust build, the unit
remains ultra-lightweight at under 2kg (Type A), ensuring quick
and effortless installation by a single operative, even in
challenging roadside environments.

Key Benefits of the INDO ION Sign Light Include:
The optional integrated photocell reduces nuisance . .

. switching.
Compact, streamlined housing optimised for performance .

. and unobtrusive sign illumination
Advanced thermal regulation with no external fins or

. moving parts
Dedicated mounting brackets engineered for reliable mid-.

. column or wall-mounted installations
Optional integration with control systems or sensors for .

. adaptive lighting applications

Direct Drive® delivers:
Lowest whole-life costs
Minimal maintenance risk
Outstanding reliability
Superior return on investment

Whether replacing ageing sign lighting infrastructure or
deploying new installations, the INDO ION Sign Light is
engineered to deliver consistent, high-quality illumination—
quietly, efficiently, and sustainably.

The inclination angle can be adjusted on-site
providing users with the option to order a single
SKU and fit it onto multiple sign sizes.

Product Overview

INDO ION

Mounting

900mm Sign (Type B Illustration)

1200mm Sign (Type B Illustration)

1500mm Sign (Type B Illustration)

750mm Sign (Type A Illustration)

600mm Sign (Type A Illustration)
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IK Rating IK09

IP Rating (Optic + Gear) IP66

Windage 0.01m2

Dimensions (LxWxD)
(Without Bracket)

245 x 144 x 55 mm (Type A)
420 x 144 x 55 mm (Type B)

NetWeight
<2kg (Type A)
<2.5kg (Type B)

OperatingTemperature
Range -40°C to +40°C

PHYSICAL PROPERTIES

PRODUCT ORDERING OPTIONS
Model ION Sign

Power Consumption 1W to 13.4W
Correlated Colour
Temperature (CCT) 4000K

Control Options NEMA 3, 5, 6 or 7-pin

Mounting Option Universal mid column
banding/wall mount bracket

Luminaire Colour
Jet Black
Grey
(Other options on request)

For more information on selecting the correct lantern specification
to suit your application and design criteria, please contact your
local account manager direct or call the main office (option1 sales)

KEY FEATURES
Direct Drive® Yes

Lighting Classes

600mmSign: E2, UE3 (1W)
600mmSign: E3, UE3 (3W)
750mmSign: E2, UE3 (2W)
750mmSign: E3, UE3 (5W)
900mmSign: E2, UE2 (2W)
900mmSign: E3, UE2 (5W)
1200mmSign: E2, UE2 (3W)
1200mmSign: E3, UE2 (8W)
1500mmSign: E2, UE2 (3W)
1500mmSign: E3, UE2 (12W)

Constant Light Output Yes

Reliability 0.58 failures per million
operating hrs

Materials
Anodisedmarinegradealuminium
Stainless steel grub screws,
UVStabilised Polycarbonate

LEDs
Risk Group RG1 (low risk)

Light Engine OPUS2 or OPUS3

LED Efficacy (4000K) Up to 220 lm/W

Lumen Maintenance at
100,000 hours L91B50

Product Rated Life
L80B50 234,000 hrs

Colour Rendering Index
(CRI) >70

Direct Drive® Current From 5mA to 70mA
Exact LED specifications vary depending on selected light module
and will be confirmed with product choices

ELECTRICAL
Input Voltage Range 195-265 V @ 50/60Hz

Power Factor >0.95 to >0.99
Soft Start Yes

Extreme Soft Start Yes

Automatic Disconnect Not applicable

CMS Compatible Yes

Photocell compatibility NEMAOptional

Surge Protection 20kV DM, 20kV CM

A wide range of options are available to ensure customers can
specify lanterns around their needs to gain cost-efficiencies.

IONTechnical Specifications

Internal Photocell
Options

Activated: 20/20, 35/18, 55/28
Not fitted, Not activated
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