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Cloud-Based CMS System
TALQ Compliant

10-Year Dataplan Option Parishes
Supports Standard APls

Real-time Control and Feedback

Interactive Map for Ease-of-use

Automatically reports outages/faults
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Supports Many Luminaire Models
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INDO SkySync
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transforming urban nightscapes with
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Product Overview

INDO SkySync represents a cutting-edge Smart City Platform
designed to revolutionise urban infrastructure management. It
serves as a comprehensive system, offering a robust suite of
tools for configuring, monitoring, and overseeing a number of
luminaires and connected devices within city landscapes. With
its emphasis on seamless integration, user-friendly interfaces,
and versatile functionalities, INDO SkySync redefines how cities
approach the management of their lighting and infrastructure.
From responsive and secure web interfaces to dynamic lighting
control and interoperability with third-party systems, INDO
SkySync stands as a pioneering solution empowering cities to
embrace efficiency, sustainability, and adaptability within their
evolving urban environments.

Key Features:

B Comprehensive Management: Offers a unified platform to
configure, oversee, and monitor various luminaires and
connected devices within smart city infrastructures.

B Interoperability and Integration: Supports standardised
APls and open systems, facilitating seamless integration
with third-party software and systems without
complications.

B Customisation and Automation: Provides extensive
customisation capabilities and automation features,
allowing for the creation of complex rules and personalised
user profiles with tailored access rights.

B Lighting Control and Dynamic Capabilities: Enables
user-friendly scheduling, management of dimming
schedules, dynamic lighting configurations, and overrides
for specific events, ensuring adaptive and responsive
lighting control.
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SkySync Technical Specs

SkySwne

transforming urban nightscapes with
intelligent street lighting

TECHNICAL FEATURES

Luminaire Type LED

Control Interface DALI

Sensor Input Dry Contact
Wireless Technology NB-loT

Firmware Updates OTA (Over the Air)

Electrical
Measurements

Cumulated active energy
Active Power

Power Factor

Current

Voltage

Burning Hours

Failure Indicators

Location

GPS/GLONASS/Galileo/
QZSS

Sensitivity -165dBm
(tracking)

Accuracy: 5m

E CERTIFICATION AND APPROVALS

Certification

RED 2014/53/UE

Radio Approval

EN 300 220-2 V3.1.1

CEM Approval

EN 62479 (2010)
EN301489-1 V2.2,
EN301489-17 V3.2.2
EN301489-19 V2.1.1
EN55015 :2013
EN61547 :2009
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DATA
110 - 240VAC / 50Hz

Input Voltage Galvanic Isolation 4kV eff min.
(primary/secondary)

Internal Relay

(Optlon) 10A max

Standby Power <2W

Contacts Protection ESD 10kV in the air

MECHANICAL FEATURES

NEMA twist & lock ANSI
C136.41 (5 or 7 pin)

Connectivity

Mounting C136.41 twist & lock socket
Dimensions 75 x 85 x 85 mm

IP Rating IP66

IK Rating IKO9

Operating Temperature -20°C to +70°C

UMSUG CODES

Easy look up table available www.indolighting.com/umsug
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