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INDO ION

Features
Direct Drive® technology

Anodised main body
Low windage
Lightweight fitting >3kg
No hinges, clips or lids
Integrated longlife photocell option
Excellent thermal management
Fully sealed, polycarbonate glazing
LED Efficacy up to 220 lm/W

Benefits
15 year warranty

25 year design life

Significant energy savings
Market-leading maintenance savings
Ideal solution for existing columns
Quick and simple to install
No driver or photocell maintenance
Minimal column loading
Ideal ‘maintenance’ lantern
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ION has been developed with local authority challenges in
mind. As well as offering market leading performance, the
luminaire has been engineered to offer exceptional whole life
costings and lowest upfront capital cost options. This makes it
an attractive option for applications where existing LED
luminaires or drivers are failing, and a maintenance solution is
required.

With the latest generation of INDO’s proven OPUS technology,
ION delivers exceptional lighting performance while operating
with no wear-out components. This intelligent, driverless
configuration significantly extends operational life, with
performance longevity dictated solely by the high-quality LED
modules.

Constructed using precision-engineered, marine-grade
aluminium, the luminaire body features a seamless,
aerodynamic profile with integrated passive thermal
management. Its robust, minimalist casing is built to withstand
the toughest environments while remaining ultra-lightweight at
less than 2kg, facilitating effortless handling and installation by
a single technician.

Key benefits of the INDO ION include:
Compact form factor optimised for performance and
aesthetics
Advanced thermal regulation with no external fins or moving
parts
Integrated mounting system with flexible bracket options for
versatile installations
Optional integration with control systems or sensors for
adaptive lighting applications

Direct Drive® delivers:
Lowest whole-life costs
Minimal maintenance risk
Outstanding reliability
Superior return on investment

Whether you're upgrading aging infrastructure or deploying
new smart city lighting, the INDO ION is engineered to
outperform—quietly, efficiently, and sustainably.

Product Overview

INDO ION

Photometry
SW - Versatile, mixed residential optic

SWB -Wider optic for parks & area

SWA - Narrow optic ideal for footpaths
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IK Rating IK09

IP Rating (Optic + Gear) IP66

Windage <0.05m2

Dimensions (LxWxD)
(Without mounting bracket)

304 x 143 x 55 mm

Luminaire BodyWeight 1.36kg

OperatingTemperature
Range -40°C to +40°C

PHYSICAL PROPERTIES

Mounting Options
0° as standard

Side entry 34-42mm
Post top 60mm-76mm
+/- 15° tilt

Mounting Heights Up to 10m

Integrated Photocell Optional

Shields available Front, side and rear

Future-proofing Onsite upgradable modules

INSTALLATION

PRODUCT ORDERING OPTIONS
Model ION

Power (4000K) 3.2W to 44W

Lumen Output 500lm to 6,000lm

Correlated Colour
Temperature (CCT) 2700K, 3000K, 4000K

Control Options NEMA 3, 5, 6 or 7-pin

Pre-set Dimming

Fixed
pre-set 50% [00:00-05:00]
pre-set 75% [00:00-05:00]
pre-set, multi-step options
(Other options on request)

Optics SW, SWA, SWB, R09

Luminaire Colour
Jet Black
Grey
(Other options on request)

For more information on selecting the correct lantern specification
to suit your application and design criteria, please contact your
local account manager direct or call the main office (option1 sales)

KEY FEATURES
Direct Drive® Yes

Lighting Classes P1-P6, C3-C5

Glare Control Classifications up to G6

Replacement For

35W, 90W SOX
50W, 70W SON
45W, 60W CPO-TW
24W, 36W, 40W, 55W PLL
32W, 42W PLT

Dimming Range (DALI) 100% down to 500lm output

Constant Light Output Yes

Reliability 0.58 failures per million
operating hrs

Materials
Anodisedmarinegradealuminium
Stainless steel grub screws,
UVStabilised Polycarbonate

LEDs
Risk Group RG1 (low risk)

Light Engine OPUS2 or OPUS3

LED Efficacy (4000K) Up to 220 lm/W

Lumen Maintenance at
100,000 hours L91B50

Product Rated Life
L80B50 234,000 hrs

Colour Rendering Index
(CRI) >70

Direct Drive® Current From 5mA to 70mA
Exact LED specifications vary depending on selected light module
and will be confirmed with product choices

ELECTRICAL
Input Voltage Range 195-265 V @ 50/60Hz

Power Factor >0.95 to >0.99
Soft Start Yes

Extreme Soft Start Yes

Automatic Disconnect Not applicable

CMS Compatible Yes

Photocell compatibility NEMAOptional

Surge Protection 20kV DM, 20kV CM

A wide range of options are available to ensure customers can
specify lanterns around their needs to gain cost-efficiencies.

IONTechnical Specifications

Internal Photocell
Options

Activated: 20/20, 35/18, 55/28
Not fitted, Not activated
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